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EXPERIMENTAL DETERMINATION OF THE EFFECT OF HORIZONTAL-TAIL SIZE, TAIL LENGTH,

AND VERTICAL LOCATION ON LOW-SPEED

STATIC LONGITUDINAL STABILITY AND

DAMPING IN PITCH OF A MODEL HAVING 45° SWEPTBACK WING
AND TAIL SURFACES!

By Jacos H. LIcETENSTEIN

SUMMARY

An inrestigation has been conducted in the Langley stability
tunnel to determine the effecis of horizontal tails of various
sizes and at various tail lengths (when located on the fuselage
center line) and also the effects of vertical location of the hori-
zontal tail relative to the wing on the low-speed static longitudinal
stability and on the steady-state rotary damping in pitch for a
eomplete-model configuration. The wing and tail surfaces had
the quarter-chord lines swept back 45° and had aspect ratios of 4.

The results of the investigation showed that, in agreement with
analytical considerations, the contribution of the horizontal fail
to statie longitudinal stability was related directly to the tail
size and length; whereas, its contribution to damping in pitch
was related directly to tail size and the square of tail length.

At low angles of attack, addition of the wing decreased the
contribution of the korizontal tail to static longitudinal stability
byt about one-half to one-third depending upon the vertical posi-
tion of the tail relative to the wing; the contribution of the hori-
zontal tail to the rotary damping in pitch on the other hand was
almost unaffected by addition of the wing, regardless of tail
area or location.

For configurations with the horizontal tail mounted along the
fuselage center line, the static longitudinal stability was greater
at angles of attack near the stall than at 0°; the static longitudinal
characteristics were impaired, however, by moring the horizontal
tail upward. On the other hand, for configuraiions with the
korizontal tail mounted along the fuselage center line, ihe rotary
damping in pitch was less at angles of attack near the stall than
at 0°, but the damping in pitch was generally increased by moving
the tail upward.

It was further indicated that, at an angle of attack of about
100°, the static longitudinal stability of the wing-fuselage com-
hination changed adversely and that the magnitude of this
change was slightly inereased by the addition of tail area along
the fuselage center [ine at the shortest tail length but was decreased
by addition of area along the fuselage center line af the longest
tail length.

INTRODUCTION

Requirements for satisfactory high-speed performance of
aireraft have resulted in configurations that differ in many
respects from previous designs. As a result of these changes,

the designer has little assurance that the low-speed charac-
teristics will be satisfactory for any speecific configuration.
The low-speed characteristics of wings suitable for high-
speed flight have already been investigated quite extensively.
The contributions of other component parts of the aircraft,
or of the various combinations of component parts for
high-speed airplane configurations, however, are not well
understood. In order to provide such information, a series
of investigations of models having various interchangeable
component parts is being conduected in the Langley stability
tunnel. In these investigations, the rotary derivatives are
being determined by the rolling- and curved-flow techniques
{see references 1 and 2) and the static stability charaeteristics
are being determined by conventional wind-tunnel procedure.

The present investigation is concerned with the effects
of horizontal tails of various sizes and at various tail lengths
(when located on the fuselage center line) and also the effects
of vertical location of the horizontal tail with respeet to
the wing on the low-speed static longitudinal stability and
the steady-state rotary damping in pitch for a swept-wing
configuration. Some effects of fuselage fineness ratio and
of wing-fuselage interference are also considered. The
rotary damping in pitch specifies the damping resulting only
from curvature of the flight path, such as that obtained
during a steady pitching maneuver in which the radius of
flight-path curvature is constant. For a pitching oscillation,
the rotary damping derivative represents only a part of
the total damping since additional contributions may result
from unsteady serodynamie phenomena such as the lag
of downwash between the wing and horizontal tail (refer-
ences 3 and 4).

The model used in the present investigation had 45°
sweptback wing and horizontal-tail surfaces with aspeet
ratios of 4. The model configurations tested for the present
investigation are generally the same as those configurations
used in the investigations of static lateral stability deriva-
tives reported in references 5 and 6.

S¥MBOLS

The data presented herein are in the form of standard
NACA coeficients of forces and moments which are referred
to the stability system of axes, with the origin at the pro-
jection on the plane of symmetry of the quarter-chord

1 Supersedes N ACA TN 2381, “Effect of Horizonial-Tail Location on Low-Speed Statie Longitudinal Stebility and Damping in Pitch of a Model Having 45° Sweptback Wing and
Tail Surfaces” by Jacob H. Liehtenstein, 1951, and NACA TN 2382, “Effect of Horizontal-Tail Size and Tail Length on Low-Speed Static Longitudinal Stability and Damping in Pitch

of a Model Having 45° Sweptback Wing and Tail Surfaces” by Jacob H. Lichtenstein, 1951,
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point of the mean aerodynamic chord of the wing. The
positive directions of the forces, moments, angles, and
angular velocities are shown in figure 1. The coeflicients
and symbols are defined as follows:

Cp  lift cocfficient (L / Lov SW)
Cp drag coefficient (D/% p V“'Sw)
Cn pitching-moment coefficient (I\I / % p V72 SWEW)

C, yawing-moment coefficient (N / % oV QSWbW)

L Iift, pounds

D drag, pounds

Al pmhmg moment about ¢y/4, foot-pounds

N vawing moment about Z-ans, foot-pounds

p mass density, slugs per cubic foot

V7 velocity, feet per second

S area, square feet

b span, measured perpendicular to fuselage center line,
feet

c chord, measured parallel to axis of symmetry, feet

- rbf2
c mean aerodynamic chord, feet (SJ °dy)

—

tail length, distance from ¢y/4 to Tx/4, measured
parallel to axis of symmetry, feet

A aspect ratio (6%/8)

y spanwise distance from plane of symmetry, feet

hy taper ratio, ratio of tip chord to reot chord

a angle of attack, measured in plane of symmetry,

degrees ,
Ur fuselage volume _
Lg fuselage length
dr maximum fuselage diameter
€ effective downwash angle, degrees
¥ angle of yaw, degrees
q pitching angular velocity, radians per second
¢ I . -
577 pitching-velocity parameter (based on ¢y)
1873
Cp =5+ : - -
La™ g
L
? Mq
a
—y ! /\D >

—_—
Relative wind

Y

FIGURE 1 —8ystem of axes used. Arrows indicate positive direction of forces, moments,
angles, and angular veloeities.
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o0,
Cne="3g" |
_—oC, . Oa
——"—, where &=~
D( > ot
2V
mq =
a( ‘)
Cry= b 1,&
(ACmq)m (AOma)H inerement resulting from addition of
horizontal tail; for example,
(Aomq)ﬁ=(0mq).mm with 1T
(O”‘g)Model without If
ALqu’ A G, inerement resulting from interference ef-
fect of wing and fuselage; for example,
A‘O”‘q= (qu) War (qu) W (O’”Q)F
Subseripts:
W wing

F  fuselage

V' vertical tail

H  horizontal tail
r  radian measure

APPARATUS, MODELS, AND TESTS

The general research model used for the present investi-
gation was designed to permit tests of the wing alone, fusclage
alone, or the fuselage in combination with any of several tail
configurations—with or without the wing. A sketch with
some dimensions of the complete madel with one particular
tail configuration is shown in figure 2. A list of the pertinent
geometric characteristics of various component parts is
given in table I. All of the parts were constructed of
mahogany.

Three fusclages and three horizontal tails were used for the
tests in various combinations with and without the wing.
For convenience, each component is designated as follows:

T e Wing
Frio Fay Fao o e e Fusclages
B o e Vertical tail
Hy, Hyy Hy e iiaiaeee o eem Horizontal tails

A complete list of all the configurations investigated is
presented in table II.

The three fuselages (fig. 3} were bodies of revelution having
circular-are profiles and fineness ratios of 5 for fusclage 1,
6.67 for fuselage 2, and 10 for fuselage 3. The wing and the
three horizontal-tail surfaces all had aspect ratios of 4.0,
taper ratios of 0.6, and NACA 654008 airfoil sections parallel
to the plane of symmetry; the quarter-chord lines were
swept back 45°. Ordinates for the NACA 654008 airfoil
section are given in table ITI. The horizontal tails, the
incidence of which was kept at 0° for all tests, differed from
each other only in area and are designated as Iy, 71, and /1,
{in order of increasing size) in figure 4 and table I. On cach
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of the fuselages, each of the three horizontal-tail surfaces was | flow was curved to obtain values of g¢/21" of 0.008, 0.017, and
attached along the fuselage center line and at the same | 0.022. The method of curving the flow consists in curving
longitudinal location. On fuselage 2, however, horizontal the tunnel walls to obtain the proper air-stream curvature
tail 2 was tested at three horizontal locations for each of | and inserting upstream of the test section screens which

three vertical locations, as illustrated in figure 5. In refer- | give the proper velocity gradient across the test section.
ence to the horizontal-tail locations, the letters L, (, and U
indicate the vertical position as being lower, center, or upper, CORRECTIONS

respectively; the letters F, A/, and R indicate the horizontal
location as being forward, middle, or rearward, respectively.
The lower middle position is the same as that at which the
other two horizontal tails were tested.

The angle of attack and drag coefficient have been corrected
for the effects of jet boundaries. The moment data have
been transferred from the mounting point to the 25-percent
point of the wing mean aerodynamic chord. The damping-
in-pitch data have been corrected for the effects of the cross-
tunnel static-pressure gradient associated with the curved
flow. The data have not been corrected for blocking,
turbulence, or suppori-strut inferference since, for the
parameters with which this report is concerned, these effects
are believed to be negligible.

A drawing of a complete-model configuration with the
horizontal tail in the lower position and a photograph of the
model with the horizontal tail in the upper position without
a wing are presented in figures 6 (a) and 6 (b), respectively,
to illustrate the test setup in the tunnel. The model was
rigidly mounted on a three-support-strut system with the
pivot point 4 inches rearward of the guarter-chord point of
the mean aerodynamic chord. Forces and moments were
measured by means of a conventional six-component balance
system. TABLE I

The tests were made in the 6- by 6-foot test section of the

Langley stability tunnel. The dynamic pressure for the PERTINENT GEOMETRIC CHARACTERISTICS OF THE

tests was 24.9 pounds per square foot, which corresponds to MODEL
a Mach number of 0.13 and io a2 Reynolds number, based F”Eemgeh: . £ Fa Fy
upon the wing mean 2erodynamic chord, of 0.71X10% The F;lf;e:slit_ié """""""""""""""" 32 6 ég ?g
angle of attack was varied from about —6° to about 32° for Volume, ve, €0 ft- -~ ________ 0.267 0.350  0.526
the tests. In addition to the straight-flow tests, the tunnel Wing:
Aspect ratio, Aw_ oo . _____ 1.0
Taper ratio, M- oo 0.6
o Quarter-chord sweep angle, deg___._ . ________ . __.____ 15
4 fine-- Dihedral angle, deg_ -~ @@ o@ 0
Twist, deg. - - o 4]
Fuselage --. NACA afrfoil section___ ... 65A008
(see fig. 3} Area, Sy, QAN _ oo . 324
. = = ————r Span: bW: in. .. comemn T TTTTTTTTommsmooommooooeo 38
Alean aerodynamie chord, Cw, In. oo ________ 9.19
Vertical tail:
Aspect ratio, Avooo 1.0
Taper ratio, Ayo o e 0.6
Quarter-chord sweep angle, deg________________________ 45
NACA airfoil seetion___ ... 65A008
Area, Sy, sq In. o . 48.6
Span, by, I e 6.97
Mean aserodynamie chord, ¢y, In. .o ... 7.12
Area ratio, S/ Sw o oo oo 0.150
Horizontal tail: H: H, H;
ng/é; -, Aspect rvatio, Ag oo ____.__ 1.0 1.0 10
(see fig. 3)‘ Taperratio, Mg o oo ____ 0.6 0.6 0.6
B Quarter-chord sweep angle, deg________ 45 15 45
Dihedral angle, deg_ ... ___ ... _...__ 0 0 4]
— Twist, dege - oo oo 0 0 g
NACA airfoil seetion__ .. ______._ .. ____ 654008 654008 65A008
Area, Sg,sqin. L. 32.40 61.80 97.20
36 Span, bg, 0. - oo .. 11.38  16.10  10.72
; Aean serodynamie chord; €g, in. ______ 2.91 +.11 5.04
» . _Horizontal fail Area ratio, SgfSw.-. 0.10 0.20 0.30
4 (see fig- 4) Tail-length ratio I/ew:
Fuselage Fi F; Fy
Position of tail: Forward  Middle Rearward
Upper_ e oo __ —e 2.42 2.58 2.75 .
L 6,75—’11 Center ... _.___.____ .. 207 224 240 ..

o]
~1
[V

FiguURE 2.—Dimensions of the complete model. All dimensions are in inches. line)_ __ o __ 1.36 1.66 1.82 1.98
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TABLE I

CONFIGURATIONS INVESTIGATED AND INDEX TO THE
FIGURES HAVING DATA FOR THESE CONFIGURATIONS

Wing off i Wing on
Configuration Figure Configuration Figure
(a) a)

w 7

Fy 8(a) W+ F 9(a)

______________ e | WRERVA-IL 9(a), 12

P VAL, 8ta), 12 Wt B+ V4 9¢a), 12

.............................. W P+ V+Hs 9(a), 12
W+ Iy 9(b)
WA Fs+V+H 9(b), 12
W Fa+ V- Farr 10¢a}, 13
W By V- Hun 9(b), 10 (a}, 12,13
W4 Fi+ V+Hier 10(a), 13
W et V- Hacr 10(b), 13
WA Fad V-Ifes | 10(D), 13
Wt Fit+ V-Hicr 10(b), 13
We-Fet V-L-Hywr IGEC): 13
WA Fod-V+Fauy 10¢), 13
W+ Fe+V+Havr 10(e), 18
W4 Fedb V+HH 9(b}, 12
W+ 9€c)
W+ Es+V+H, 9(c}, 12
NI+ V+H, 9(c3, 12
Wt Fab 1+ Hy 4 9(e, 12

§Notation: .
IV wing For details, see figures 2 to 5. Subscript numbers 1, 2, and 3 refer to
F fuselage size, subscript letters L, €, and U refer to vertical position of horizon-

1" vertical tail tal tail, and letters F, M, and R refer to horizontal location of

IT horizontal teil] horizontal tail. (See fig. 5.
30 !
15 6
— 7
£ N R 5 ,
—1=12.53
40 {
20 6 l
£ - ‘ - &=
—1[=16.70
&0
30 [
£y '\'T_ - - 5 :
Location of &, /& — ZLocation of &,/4
peetien &G/ 1 <25.05 —— 4

Fi1GURE 3.~Dimensions of the fuselages tested, and location of the horizontal tail for those
tests in which tail area and tail length were of primary concern. All dimensions are in
inehes,

RESULTS AND DISCUSSION

PRESENTATION OF RESULTS

The basic data obtained in the present investigation are
presented in figures 7 to 10. The effect of fuselage fineness
ratio on the static longitudinal stability of the fuselage s
suminarized in figure 11. The cffects of tail size and tail
length and the effects of tail location on the static longitu-
dinal stability and damping in pitch contributed by the hori-
zontal tail are summarized in figures 12 and 13. respectively.

REPORT 1096—NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

o TABLE III
ORDINATES FOR NACA 65A008 AIRFOIL

[Stations and ordinates in percent airfoil chord]

Station | Ordinate || Station | Ordinate
0 40 4.0¢
.50 .62 45 398
) .75 50 3.90
1.25 .06 55 371
2,50 1.3¢ 80 3.18
5.00 1.76 65 3.14
7.50 2.12 70 2.7
10 2.43 75 2,35
15 2,93 80 1.90
o 20 3.30 1.43
235 3.59 80 .06
30 3.79 95 .49
35 3.93 100 .02
L. E. radius: 0.108

CuyfA linemmnmems,

II" 19.72 d

FicURrE 4 —Dimensions of the horizontal tails tested. All dimensions are [n {nches,

The effect of wing-fuselage interfercnce on both the static
longitudinal stability and damping in pitch is shown in
figure 14,

An index to the data for the configurations investigated
is given in table IT.
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Upper

Center

Lawer

Forward

Middle

Rearward

FlGURE §.— Location of root chord of horizontal tafl for the configurations in which vertical location of the horizontal tail was of primary concern. All dimensions are in inches.

STATIC LONGITUDINAL STABILITY

The static longitudinal stability characteristies for some
basic configurations are presented in figure 7. Inasmuch as
these results are very similar to those presented in reference
5 and analyses of these results are adequately covered in
this reference, they are not discussed in this report.

Data are not presented for the lift and drag of the model
with cach fuselage and horizontal-tail arrangement investi-
gated since the results showed that the lift and drag were
only slightly affected by the changes in fuselage and tail.
The lift and drag data presented in figure 7 for the configu-
ration W--Fy+ V-4+H,., are representative of the lift and
drag results for all the complete-model configurations.

The pitching-moment characteristics of the three isolated
fuselages are presented as a function of angle of attack in
figure 8 and are summarized for «=0° in figure 11. In
order that the results obtained may be applied conveniently
to arbitrary airplane configurations, coefficients in terms of
fuselage dimensions rather than wing dimensions are needed.
This manner of espressing the coefficient is accomplished by
SWEW

TF

plotting the quantity (Cm,)s against fuselage fineness

ratio %f- The quantity plotted, therefore, is effectively the
a

pitching-moment coefficient based upon fuselage volume 25.
For & body of revolution at an angle of attack of 07 the

value (Cn,), Swiw is the same as (Cay), &b—w; therefore,

VrF

the results from the present investigation can be compared with

the directional-stability data presented in figure 16 of refer-

ence 6. The data from the present tests show the same
272483 54— 51

trend as the data of reference 6 but are somewhat larger in
magnitude. The difference probably results from the differ-
ent methods for supporting the models in the tunnel. Com-
parison of the test data with calculations made by the classi-
cal theory of reference 7 shows that, although the variation
with fineness ratio is generally similar, the magnitude of the
test values is only about four-fifths of that predicted by
theory.

The data in figure 8 show that the fuselage-horizontal-tail
combination was statically stable as would be expected and
that the stability was greater for the large fuselages. In
each case, the value of (', was constant up to angles of
attack of about 16°, at which point the lift-curve slope of the
horizontal tail begins to decrease appreciably.

Addition of any of the fuselages to the wing had little
effect on Cma, as can be seen by comparison of figures 7 and 9.
The fact that the wing-fuselage combination had approxi-
mately the same longitudinal stability as the wing alone may ’
be attributed to the loss in load over the wing near the wing-
fuselage juncture and to the alteration in fuselage loading
effected by upwash in front of the wing.

For the complete-model configurations with the horizontal
tail mounted on the fuselage center line, a destabilizing
change in the slope of C,_ generally occurs at an angle of
attack of about 10°. For the shortest tail length (fuselage
F,, fig. 9(a)), the magnitude of the change in slope apparently
was increased slightly as the horizontal-tail area was in-
creased. For the longest tail length (fuselage F3, fig. 8(c)),
an increase in tail area caused a decrease in this destabilizing
change in slope; in fact, this change apparently was elimi-
nated by the addition of the two largest tails (H; or /13). This
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& +* {1 O] Ty el

(&) Complete-model configuration with the horizontal tall in the low pesttion.
(b} Fuselage with the horizontal tail in the upper rear position.

Figure 6.—11lustration of the model setup in the Langley stability
tunnel for testing In curved flow,

effect of tail length on the manner in which addition of {ail
area affects the longitudinal stability appears to be primarily
a matter of geometry in that, for & given location of the tail
relative to the fuselage center line, the tail length determines
the vertical location of the tail relative to the wing wake at
a particular angle of attack. The destabilizing tendency for
the wing-fuselage combinetion at an angle of attack of about
10° results from tip stalling of the wing, and, as a result of

REPORT 1006—-NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

this stalling, the wing trailing vertices move inward with
an associated increase in downwash in the wake at the plane
of symmetry. For the short tail length, the tail is sufficiently
close to the wake at an angle of attack of 10° to expericnce
destabilizing effects. For the longest tail length, however,
the tail has emerged sufficiently from the wake to avoid the
effect of the increased downwash. It can be seen, therefore,
that increasing the tail area for the short tail Iength would
be adverse, whereas for the long tail length it would be
beneficial.

The data of figure 10 show that relatively small rearward
movement of the horizontal tail in any of the vertical posi-
tions (low, center, or upper) gencrally resulted in slightly
more negative values of Cy_ (increased stability) as would be
expected because of the increase in tail length. Raising the
horizontal tail also made (', more negative in the low angle-
of-attack range; however, it made (», more positive (de-
creased stability) in the angle-of-attack range between 10°
and 20°. These results are in general similar to results of
previous investigations of like nature at both low and high
Reynolds numbers (reference 8 and data from the Langley
19-foot pressure tunnel). The increase in stability, at low
angles of attack, as the horizontal tail is moved upward was
greater than would be expected to result from the increase
in tail length which accompanied the upward movement of
the tail. Part of this increase in stebility, therefore, appears
to result from the fact that, in the higher positions, the hori-
zontal tail was above the region of strongest downwash, as
is shown in a subsequent section discussing the contribution
of the horizontal tail. As the angle of attack increases,
however, the horizontal tails mounted in the high positions
move into the strong downwash field; whereas, the tails in
the low position emerge from the downwash field. This can
be seen quite casily by comparing the pitching-moment curves
between 12° and 20° for the configurations 1¥7+4Fe+ 1"+ 17,
(fig. 9(c)) and WHFa+V+Ipe (ig. 10(c)) which have
about the same tail-length ratioc. The data show that
the low tail position is almost completely free of the down-
wash effects, whereas the upper position is very strongly
affected by the downwash,

The data in figures 9 and 10 show that the static longi-
tudinal stebility was generally greater at angles of atiack
near the stall than for any other part of the angle-of-attack
range.

From the standpoint of static longitudinal stability, the
low horizontal-tail positions appear to be more advantageous
than the high tail positions because the change in stability
is smallest over the angle-of-attack range, and, for configura-
tions with the tail in the low position, the farther rearward
the horizontal tail is located the less likely it is to be influenced
by the wing downwash.
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DAMPING IN PITCH

The ateady—state rotary damping—'m-pitch results are
presented in figure 7 for the wing alone, in figure 8 for the
wing-off configurations, and in figures 9 and 10 for the various
romplete-model configurations. The value of damping in
pitch — (', for the wing alone is generally in good agreement
with the theoretical value computed by the method presented
in reference 9, and the variation with angle of attack is not
considered significant. Addition of a fuselage to the wing
did not appreciably affect the value of (', for angles of
attack up to the stall (compare figs. 7 and 9). This effect
was similar to that found for the static longitudinal stability
of the model for which the value of C_ for the wing-fuselage
combination is about equal to (', of the wing slone, even
though the isolated fuselage has a rather large positive
value of O .

The dampmg—m—pltch results presented in figure 8 for the
isolated fuselages are considered to be of qualitative value
only since the aceuracy of the measurements is not considered
sufficient to yield results of a reasonable percentage accuracy
for values as low as those given by the fuselages. The
indications are, however, that the fuselages produced damp-
ing of the same sign as that normally expected for a hori-
zontal tail and that the variation of the fuselage damping
with angle of attack was not particularly significant.

For the wing-off configurations, the damping in pitch
generally decreases as the angle of attack increases (fig. 8).
With the wing on, however, the damping in pitch reaches a
maximum value at some moderate angle of attack and then
decreases with further increase in angle of attack. For con-
figurations with the horizontal tail mounted on the fuselage
center line (low position), the angle of attack at which
maximum damping occurs generally decreases with in-
creasing fuselage length; this irend can best be seen by
comparing the curves for the large tail on the various fuse-
lages (fig. 9). Since most of the damping is due to the
horizontal tail, any changes in the damping with angle of

o4
R S
03 —_—
w’//
3 / o]
.
(&} W ) / -
« "L’_,,s._.
s Q2 /r
23
& / 1
,/ ————0——— Present test daia
/ | ~——————~— Correlgtion based on directional-
0l siability data (reference 6)—
,/ —_— Theory of reference 7
o 2 4 6 8 - 10

Fuselage fineness ratio, 7‘5

Fioure 11, ~Comparison of the effect of fuselage fineness ratio on the statie stabilicy of the
fuselage as determined from longitudinal- and directional-stability measurements and from
theorv, a=(0°.
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attack which are caused by the tail are likely to become
greater with increasing tail size. It should be noted that,
for these configurations, the damping near the stall (ap-
proximately 24°) had decreased, in general, to some value
considerably less than that at zero lift. For the configura-
tions with the horizontal tail mounted in the center or upper
positions, the maximum damping oceurred at higher angles
of attack (approximately 20°). (See figs. 10 (b) and 10 (c).)
The maximum damping would normally be expected to
occur at the angle of attack at which the static stability is
a maximum (C,_has its maximum negative value). Com-
parison of O, and Ca, curves shows, however, that the
opposite occurs (manmum damping occurs approximately
where the static stability is a minimum). This apparent
incongruity results from the interaction of two opposing
effects. The decreased static longitudinal stability (down-
wash effect) occurs when the horizontal tail approaches the
wing wake, and the downwash effect becomes greatest when
the tail is passing through the wake (approximately 12°
angle of attack for the low tails on F; and 20° for the higher
tails). There is, however, a favorable variation of downwash
with ¢¢/217 because stream curvature displaces the wake
upward with respect to the horizontal tail. 'This favorable
effect is greatest when the horizontal tail is immersed in
the wake at zero flight-path curvature.

Although the basie data do not show the effect of the
vertical position of the horizontal tail clearly, because changes
in tail position were accompanied by changes in tail length,
the higher horizontal-tail positions appear somewhsat more
advantageous than the low positions with regard to damping
in piteh, inasmuch as the variation with angle of attack was
generally smaller and high damping was maintained ta
nearly maximum lift.

COXNTRIBUTIONS OF THE HORIZONTAL TAIL

In general, the contributions of a horizontal tail to both
static longitudinal stability and damping in pitch are affected
by the downwash from the wing and by the local dynamic
pressure in the vicinity of the tail. In the absence of a
slipstream and of any important flow separation from the
wing, the local dynamic pressure is essentially the same as
the free-stream dynamic pressure and the downwash remains
as the only factor to be considered. For the present model
at low angles of attack, therefore, the tail contribution to
static longitudinal stability and to the rotary damping in
pitch can be expressed by equations developed by conven-
tional methods of analysis. The tail contribution to static
longitudinal stability is given by the fo]lowmg sunple
relation:

e\ Sy [
Oa Sw Cw

(ACx,) g=

~(C:)a (1~ @

An analogous expression can be derived for the tail confribu-
tion to the rotary damping in pitch. The pitching moment
due to the tail can be written as

Sy 1

(ACn)r=—(ba—€)(Cr )y S, 5 (2)
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where Ae is the change in angle of attack at the tail due to
flight-path curvature and is given by

_ [ ge.
Aa= 5735}-/2 A4

The angle ¢ (measured in degrees) is, in this case, the down-
wash from the wing or other parts of the airplane and results
only from flight-path curvature; that is,

_ gc Oe¢,
e=>57.3 oV —-a Py
2V

where ¢,, the downwash angle in radian measure, is introduced
in order to provide consistent dimensions for both numerator
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(2) of the expressions given for Ac and e gives the tail contri-
bution to damping in pitch as
S w (Crr)

Equations (1) and (3) indicate that the tail contributions
to static longitudinal stability and to damping in pitch are

Oe,

(ACm)y=—114.6 (Cr)y [ 1——5
2 8L

proportional to the geometric quantities w— g =—and - ( )
W W Cw.

respectively. For the portion of the tests in which the effects
of horizontal-tail size and tail length were of primary con-
cern, the horizontal tail was always mounted in the low
position (along the fuselage center line), and the experimental

date have been plotted against g ——and - ~( ) in figure
we Cy

2
T 12 for angle of attack equal to zero. For the portion of the
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tests in which the effects of tail height were of primary
concern, Sg/Sy was maintained constant at 0.2 and, therefore,
l/ew and ([/6x)? were the only geometric variables that
enfered the equations. The experimental data for this
portion of the tests have, accordingly, been plotted against
these quantities in figure 13 for angle of attack equal to
zero. The dashed curves in figures 12 and 13 were calcu-
lated by means of equations (1) and (3) for the values of the

downwash parameters gc—i and b_eq,l indicated in the figures.
bR
T

In the calculations, the tail lift-curve slope ((%; ), was.as-
sumed to have the same value (0.054) as that of the wing
alone (fig. 7), since the wing and tail have the same plan
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do not pass through the experimental points obtained with
the wing removed shows that the fueselage probably had
some influence on the tail effectiveness.

With the wing on and the horizontal tails mounted in
the lower position, the data presented in figure 12 (2) indi-
cate that, for the range of configurations considered in this

investigation, the value of g—; is about 0.52. This value is

only slightly affected by changes in tail size and length.
The data also show that, as indicated by equation (1), the
confribution of the horizontal tail to static longitudinal sta-
bility varies linearly with tail area and tail length. The data
presented in figure 13 (2) indicate that raising the horizontal
tail moves it away from the region of strongest downwash

form_ ‘and section. The fact that the curves for the since the value of 13 decreased from 0.52 to about 0.35 as
conditions Ox
the horizontal tail was moved from the lower to the upper
Qe Qe __ 0 positions.
Oa 2 Q_{ For wing-on configurations, the data presented in figures
| 12 (b) and 13 (b) indicate that the value of the downwash
™
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parameter b:;l which affects the damping in pitch is essen-
>4 : _
‘7

tially zero for all tail positions; therefore, the standard meth-
ods of calculating the horizontal-tail contribution to Ca,
were found to be reliable for all horizontal-tail configurations
tested. The position of the test values for the wing-on
conditions relative to those for the wing-off conditions indi-
cates, in fact, that the wing contribnted a slightly negative

value of be,l; thus, an increase in the tail effectiveness for

72

damping in pitch resulted.

A slight increase in tail effectiveness due to the presence
of the wing would be expected from consideration of the
unusual downwash pattern behind a swept wing in pitching
flight. For a sweptback wing pitching about the aerody-
namic center at zero angle of attack, the center part of the
wing, which is forward of the aerodynamic center, is at an
effective negative angle of attack and thereby induces an
effective upwash at the horizontal tail. The tail, conse-
quently, is at an effective higher angle of attack with the
wing on than with the wing off. Since this effect increases
with increasing pitching rotation, the wing will tend to in-
crease the damping-in-pitch contribution obtained from the
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tail at low angles of attack. Some approximate computa-
tions were made to determine the upwash at the tail due to
pitching flight, and the results indicated the same trend
shown experimentally.

The date also show that, as indicated by equation (3},
the contribution of the horizontal tail to the rotary damp-
ing in pitch varies linearly with tail area and with the
square of tail length.

Although, at low angles of attack, the vertical position of
the horizontal tail was not found to be significant for the
steady-state rotary damping in pitch, it might be expected
that the vertical position of the horizontal tail would influ-
ence the total damping of an airplane in a pitching oseilla-
tion. For a pitching oscillation, the total damping is deter-
mined by & combination of the rotary derivative Cy,, which
is considered herein, and the acceleration derivative Cn,.

The derivative Cn, is proportional to %52 (see reference (3))

and, therefore, should depend rather strongly on the location
of the horizontal tail.

WING-FUSELAGE INTERFERENCE

The data obtained in the investigation of the horizontal-
tail effect also make possible an evaluation of the interference
increments A;C, and AIC',,.' which enter into the following
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equations for total values of the static-longitudinal-stability
and damping-in-pitch derivatives for complete airplane
sonfigurations:
: i 02
Kona) TWGI=((",I"‘¢) W+ (Onc)F+A1C’“¢+ (AC""c)H io lf‘l %
\ £, }
(Ca ) 1= Co ) (Con ) pH-21Cny+ (80 ) 2 o1 o 5 g5 { |
where (ACx ), and (AC, ), are the values for the horizontal Q_él o Yf ? Y
tail in the presence of the wing and fuselage. The values | < 3 g g d Y
AC'm, end ACy result from interference between the wing -0i 3
and fuselage ( that 18, A0, =(Ca)pir—(Cuw—(Crnyr)- ¢ | & |
The interference increments usually are assumed to apply to -0? |
airplanes having configurations somewhat similar to that of i
the model used in evaluating the increments. The height 2
o.f tl_le wing relative to the fus:ela-ge center’line usually _ha.s a o | Ji "ﬁ—_{i}__‘# y
significant effect on the magnitude of the interference incre- $ o A S S P
ments. Since, for the present investigation, the wing was < i Y
located on the fuselage center line, the results are considered 2l T ?JE -
applicable only to midwing or near midwing arrangements. ° . 4 gngm of oftack, o, deg 2
The increments are presented in figure 14 as functions of
o1 o . R FIGURR 14.—Varlatlon of wing-fuselage interference inerements
angle of attack. Within the accuracy of the determinations £1Cn, and A1Ca With angle of attack.
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there appeared to be no consistent effect of fuselage length
on either A,Cy  or AIC,,,‘ and, for the purposes for which
these values were intended to be used, the use of a faired
value to represent the effect of interference seems reasonable.
The variation of A,Cn, with angle of attack is small below
16° and the average value tends to increase the stability.
The variation of A,Cp, with angle of attack is not appreciable
over the entire angle-of-attack range and the average value
tends to decrease the damping.

CONCLUSIONS

The results of an investigation to determine the effects of
horizontal-tail size, tail length, and position on the statie
longitudinal stability and on the steady-state rotary damping
in pitch of a complete model with wing and tail surfaces
having the quarter-chord lines swept back 45° and an
aspect ratio of 4 indicate the following conclusions:

{1) The contribution of the horizontal tail to static longi-
tudinal stability and damping in pitch was in agreement with
analytic considerations in that the contribution of the hori-
zontal tail to static longitudinal stability was related directly
to the tail size and length; whereas, its contribution to damp-
ing in pitch was related directly to tail size and the square of
tail length.

(2) At low angles of attack, addition of the wing decreased
the contribution of the horizontal tail to static longitudinal
stability by about one-hslf to one-third, depending upon the
vertical position of the tail relative to the wing; the contri-
bution of the horizontal tail to the rotary damping in pitch,
on the other hand, was almost unaffected by addition of the
wing, regardless of the tail arca or location.

(3) For configurations with the horizontal tail mounted
along the fuselage center line, the static longitudinal stability
was greater at angles of attack near the stall than at 0°; the
longitudinel stebility characteristics were impaired, however,
by moving the horizontal tail upward. On the other hand,
for configurations with the horizontal tail mounted along the
fuselage center line, the rotary damping in pitch was less at
angles of attack near the stall than at 0°, but the damping

n pitch was generally increased by moving the tail upward.

(4) At an angle of attack of about 10° the static longi-
tudinal stability of the wing-fuselage combinations changed
adversely. The magnitude of this change was slightly in-
creased by the addition of tail area along the fusclage center
line at the shortest tail length but was decreased by addition
of area along the fuselage center line at the longest tail length.

LaNGLEY AERONAUTICAL LABORATORY,
NatroNaL Apvisory COMMITTEE FOR AERONAUTICS,
LaxcrLey Fienp, Va., April 1, 1562.
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